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FLOW PRODUCTSFLOW PRODUCTS
Technical Information

Recommended Tightening Torque

Thread 
Size

Nylon 66 PP PVDF

Nm ft lb Nm ft lb Nm ft lb

1/8'' 0.1 0.07 0.01 0.01 0.1 0.07

1/4'' 0.8 0.6 0.3 0.2 1 0.8

3/8'' 4 3 1 1 5 3

1/2'' 6 4 2 2 8 6

3/4'' 8 6 5 4 16 12

1'' 10 7 8 6 26 19

Fittings Tolerances (According to ISO 2768-c)
Size mm Tolerance

1-6 ±0.3

6-30 ±0.5

30-120 ±0.8

Chemical Resistance
Water Acids Detergents

Cold Hot Weak Strong Weak Strong

LDPE 3 1 3 2 3 3

HDPE 3 3 3 3 3 3

Nylon 6-6 3 2 1 1 3 2

Polypropylene 3 3 3 2 3 3

Acetal 3 3 2 1 3 3

PVDF 3 3 3 3 3 3

1 - Bad 2 - Medium 3 - Good

Note:
Notice tube dimension differ between industries.
Fittings' dimensions refer to tube ID or OD, with respect to the common application.

Use thread seal tape Minimun straight tube segment


