JAN_250201E

Wide full cone air nozzles JAN

For compressors

Features

e Air nozzle with a full cone air blow pattern.

e A single nozzle covers a wide area with a
blow width of 135 mm at 0.3 MPa.

e The compact design of only 2 cm in length
fits easily in a tight space.

e Suitable for blowing air over circular-shaped
workpieces, cooling, and gas purging.

e Available with orifice diameters of 0.5, 1.0,

or 1.5 mm.
Blow pattern
Specifications
Material g Max. temperature
000 S303 400°C (750°F)
@ Weight Noise level
139 57-82 dBA at 0.3 MPa
@ Max. operating pressure Air consumption
1.0 MPa (140 psi) 49-456 L/min, Normal at 0.3 MPa
W 1/4M JAN 7-005 S303
W 1/4M JAN 7-010 S303
W 1/4M JAN 7-015 S303
Pipe conn. size R1/4 3D CD odels
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*@d = Orifice Diameter (OD): 0.5, ¢1.0, or 1.5 mm.

Unit: mm




JAN

Blowing Pattern

” Blowing width W (mm)
_ Orifice code
0.1 MPa 0.3 MPa 0.5 MPa
; z 7005
I 7-010 125 135 140
7-015
100 mm
at a distance of 1,000 mm
Background noise: 47 dBA
Orifice Pressure  Noise level Orifice Pressure Noise level Orifice Pressure  Noise level
code (MPa) (dBA) code (MPa) (dBA) code (MPa) (dBA)
0.1 50 0.1 61 0.1 71
7-005 0.3 57 7-010 0.3 72 7-015 0.3 82
0.5 63 0.5 78 0.5 87
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Blowing impact distributions below are measured in directions A and B.

Nozzle orifice

‘ Enlarged view of nozzle tip

I Blowing Impact Distribution in Direction A

—0.1 MPa —0.3 MPa —0.5 MPa

HJAN 7-005 (OD: ¢0.5)
4 : :

Blowing impact
(x102N/em?)
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Distance from the blowing center (mm)

EJAN 7-010 (OD: ¢1.0) —0.1MPa —0.3 MPa —0.5 MPa
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Blowing impact
(x102N/cm?)

50 25 0 50 75 100

Distance from the blowing center (mm)
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—0.1 MPa —0.3 MPa —0.5 MPa

BJAN 7-015 (OD: 91.5)
20 :

Blowing impact
(x102N/cm?)
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Distance from the blowing center (mm)

HOW TO ORDER
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I Blowing Impact Distribution in Direction B
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HJAN 7-005 (OD: ¢0.5)
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Blowing impact
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BJAN 7-010 (OD: 91.0)
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Blowing impact
(x102N/cm?)
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BJAN 7-015 (OD: ¢1.5)

—0.1MPa —0.3 MPa —0.5 MPa
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Blowing impact
(x102N/cm?)

50 25 0 25 50
Distance from the blowing center (mm)

(OD = Orifice Diameter)
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To inquire about or order a specific nozzle please refer to this coding system.

<Example> 1/4M JAN 7-005 S303

1/4M JAN

7-005 303

Orifice Code
©7-005
©7-010
®7-015



Please feel free to send any inquiry, request for information to the contact below.

“The Fog Engineers” E-mail: overseas@kirinoikeuchi.co.jp

% H.IKEUCHI & Co., LTD. https://www.dry-fog.com/en/




