
TECHNICAL INFORMATION*

Open pipe  
Ø8* 

(opened on 150mm)

Pressure 
(bar)

Air consumption
(l/mn)

Noise level
(dB)

Amplified air 
(l/min)

6 12000 130 12000

Performances 
Air Knife 

RAC-2 76*

Pressure
(bar)

Air 
consumption 
(l/mn)

Blowing force
(N) Noise level  

(dB)
Amplified air 
(l/min)

at 150mm at 450mm

2 750 4,6 4,6 84 18750
6 2150 20 19,5 90 53750

vs

RAC-2 76

Benefits of using 
the RAC-2 76 

air knife*

(Compared to an open pipe)

Reduction in air 
consumption (%) Noise reduction  (%)

35%94%
Up to Up to

RAC-2 76 air knife features
• Connection : Female G1/4" • Weight : Aluminium : 273g / Inox 316 L : 758g 

• Max. operating temperature : Aluminium : 150°C / Inox 316 L : 260°C • Max pressure : 10 bars

94
up to

Savings in air 
consumption

%
-

TECHNICAL SHEET
AIR KNIVES

CIRCULAR
OPERATING PRINCIPAL

Compressed 
air input

Surrounding air

Amplified air output
(Compressed air input 

+ surrounding air)

To
 a

ch
iev

e 
th

e 
be

st 
pe

rfo
rm

an
ce

 fr
om

 th
e 

air
 k

niv
es

, w
e 

re
co

m
m

en
d 

us
ing

 a
 c

om
pr

es
se

d 
air

 su
pp

ly 
tu

be
 w

ith
 a

 m
ini

-
m

um
 8

 m
m

 in
sid

e 
di

am
et

er
. 

* 
N

O
T

E:
 T

he
 m

ea
su

re
m

en
ts 

in 
th

is 
da

ta
 s

he
et

 h
av

e 
be

en
 o

bt
ain

ed
 in

 a
 la

bo
ra

to
ry

 u
nd

er
 s

tr
ic

t 
co

nt
ro

l. T
he

 v
ar

yin
g 

co
nd

itio
ns

 o
f a

 re
al 

ind
us

tri
al 

en
vir

on
m

en
t a

nd
 th

e 
ins

ta
bi

lity
 o

f p
re

ss
ur

e 
fro

m
 a

n 
ind

us
tri

al 
co

m
pr

es
so

r c
an

 c
re

at
e 

di
ffe

re
nt

 
va

lue
s t

ha
n 

th
e 

on
es

 o
bt

ain
ed

 in
 a

 la
bo

ra
to

ry
. T

ho
se

 d
at

a 
ar

e 
pr

ov
id

ed
 fo

r i
nf

or
m

at
io

n 
pu

rp
os

es
 o

nly
.

Air consumption 
depending on pressure* 
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Amplified airstream 
depending on pressure*

Blowing force at 150 mm 
depending on pressure*

Blowing force at 450 mm 
depending on pressure*

G 1/4»
air input

Amplified blowing



RAC-2 76     Anodized aluminium 
RAC-2 76 ACI     316L Stainless steel
The values are given in millimeters

DIMENSIONS

Agnieszka Kołodziejczyk
aga@b4s.pl
mobile   +48 505 904 404
office   +48 22 323 69 66

www. novacom-vacuum.com
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