
Open pipe  
Ø8* 

(opened on 230mm)

Pressure 
(bar)

Air consumption
(l/mn)

Noise level
(dB)

Amplified air 
(l/min)

6 17700 130 17700

RAC-2 127

Benefits of using 
the RAC-2 127 

air knife*

(Compared to an open pipe)

Reduction in air 
consumption (%) Noise reduction  (%)

RAC-2 127 air knife features
• Connection : Female G1/4" • Weight : Aluminium : 830g / Stainless steel 316 L : 2397g 

• Max. operating temperature : Aluminium : 150°C / Stainless steel 316 L : 450°C • Max pressure : 10 bars

TECHNICAL SHEET
AIR KNIVES
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Air consumption 
depending on pressure* 

OPERATING PRINCIPAL

TECHNICAL INFORMATION*
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Amplified airstream 
depending on pressure*

Blowing force at 150 mm 
depending on pressure*

Blowing force at 450 mm 
depending on pressure*

93
up to

Savings in air 
consumption

%

G 1/4»
air input

Amplified blowing

93%
Up to 

35%
Up to

Compressed 
air input

Surrounding air

Amplified air output
(Compressed air input 

+ surrounding air)

Performances 
Air Knife 

RAC-2 127*

Pressure
(bar)

Air 
consumption 
(l/mn)

Blowing force
(N) Noise level  

(dB)
Amplified air 
(l/min)

at 150mm at 450mm

2 1200 6 6 84 30000
6 3200 16 16 90 80000

vs



DIMENSIONS

RAC-2 127     Anodized aluminium 
RAC-2 127 ACI     316L Stainless steel
The values are given in millimeters

Agnieszka Kołodziejczyk
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mobile   +48 505 904 404
office   +48 22 323 69 66

www. novacom-vacuum.com
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